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SNA 60 analysis software

SNAB0 can be connected to a PC using the RS232 or USB link. So all the data recorded in SNA can be examined using the
supplied software. This software is used to transfer, analyse data and save historic.

Analysis is carried in different ways :
= Acoustic pressure plotted every 10 mn (Leq 10) and every 1mn (Leq1 available inSNA50-2 FIRMWARE 5.x only))
= Level and events array.
= Events array.
= Parameters with historic changes array.

A/ Software installation :

The first time, please install the software Amix- SNA60 on your computer. This software is available on the CD supplied with
SNAG0.

Attention: The software is not compatible with "windows Vista".

= Howtoinstall the software?

- Insert Amix CD into your computer and wait a few seconds, and the screen appears.
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Audio Professionnel

SPL 70 SNA series Technical Tools

B ¢ =

AFF16 AFF Series 2 SPL 20 SNA Series Technical Tools

- Select SNAseries/software menu

Technical Tools

SNA Series - Software

SNA 50-70
version 1.0 (PC)

Click thisicon to load SNA60
software
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Audio Professionnel

SNA Series - Software

Click "executer" to load files

-
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Taches supplémentaires
Quelles sont les tAches supplémentaires qui doivent étre effectuées ?

lcénes supplémertaires

Créer une ictne surle Bursau

Sélectionnez les t&ches supplémentaires que I'assistant dinstallation doit effectuer
pendart linstallztion de SMABD - Logiciel analyse, puis appuyez sur Suivant.

ﬁ Installation - SNAGD - Logicie! analyse

Bienvenue dans I'assistant
d'installation de SNAG0O - Logiciel
analyse

Cet assistant va vous guider dans linstallation de SNAGD -
Logiciel analyse 5.6 sur votre ordinateur.

Il est recommandé de fermer toutes les applications actives
avant de continuer,

Appuyez sur Suivant pour continuer ou sur Annuler pour
abandonner linstallation

r——

| Tétachargement se fichiers =
Telichimgemmeit e et Rttt e ot
Voulez-vous exsouer ou ervegiser ce lichier 7
B e 0w s
Tyoe © Application, 2.13 Mo
De- Drjogic
Exéous Evegstrr | [ Aoruder
A
e
fl e de fichier psente U danger potertiel Nexscuter ou
Nenvegistraz ce programie aue si vous M air de son ongine
0 " SR A 60
Téléchargement de fichiers T =
Temps restant estimé :
’| Télécharger vers ; Diossier temporaire
Taux de transfert ;
Annuler |
1

click suivant

.
I’Q-E Installation - SNAGD - Logiciel analyse

- ,—-&1

|<Précédem| Suivant > I | Annuler |

Prét a installer

L'assistant dispose & présent de toutes les informations pour installer SNAST -
Logiciel analyse sur votre ordinateur

Appuyez sur Installer pour procéder 3 linstallation ou sur Précédent pour revoir ou
modffier une option dinstaliation.

Dossier de destination -
CHSMABD - Logiciel analyse

Téches supplémentaires :
Icénes supplémentaires :
Créer une icdne surle Bureau

<Précsdent | Instaler || [ Aanuer |

If your computer exploitation system is "windows 7", or "windows 8", then this screen will appear (if your exploitation system is

A

T—click "suivant”

L Valid "checkbox" if you want create a desktop icon.

windows XP, then please goto page 4)

3 Installation - SNAGO - Logiciel analyse

Installation en cours

votre ordinateur.

Exdraction des fichiers..
C\Windows\system32\MSCOMCTL.OCX

'

Veuillez patienter pendant qus l'assistant installe SNABD - Logicie! analyss sur

3

T— click "installer"

=

Fin de l'installation de SNAGO -
Logidel analyse

iy Installation - SNABO - Logiciel analyse

Lassistant a teminé [installation de SNABD - Logiciel analyse
sur votre ordinateur. L'application peut &re lancée a laide des
ictines créées surle Bursau par linstallation,

Veuillez appuyer sur Teminer pour quitter 'assistant
dinstallation.

[¥] Bxécuter SNAGD - Logiciel analyss 5.6

-

Erreur

CAWindows\system32Z\MSCOMCTL.OCX

Le fichier existant est plus récent que celui que 'assistant essaie
d'installer. Il est recommandé de conserver le fichier existant.

Souhaitez-vous conserver le fichier existant 7

A

L

click

"oui"

SNAG0 analysis softw
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click "Finish"
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This screen displays:

SNAGO - logiciel analyse

o

Le composant 'MSCOMM32,.0CX'ou une de ses dépendances n'est pas
correctemnent enregistré: un fichier est absent ou incorrect

Windows 7 allows you to run a program in compatibility mode with Windows XP for example. This function is very useful with some older
programs that might be difficult to work under Windows 7. Here's how to run a program in compatibility mode.

- Goto the "Start" menu on your computer, select the "SNAGO - logiciel analyse 5.6" program

. Avery Wizard (32-bit)

m AutoCAD LT 2013 - Frangais (French)
@ CorelDRAW Xb

mergepdf - Raccourci

‘ EAGLES6.0

‘;] Bloc-notes

\ Adobe Photoshop €52

@ jpdfbookmarks - Raccourci

Aﬁx SNAJTO software
SNFl E)

AduhE Photoshop Elements 6.0

annie

Documents

Images

Musigue

Ordinateur

Panneau de configuration
Périphériques et imprimantes
Programmes par défaut

Aide et support

IE T SMNABD - Logiciel analyse 5.6

Tous les programmes

‘ Rechercher les programmes et fichiers

¥ you have problems with this program

matches that eader version
Help me chease the seitings

ond it worked comectly on

an eader verson of Windows, sslect the campatiblity mode that

5 Wndom BB.fWﬂdm'\ln Mz
MMNTJD{SMPB&I&S&

Windows Visia

Windaws Vista (Service Pack 1)
Windows Vista (Sarvice Pack 2
Wirdaws 7

Wirsdoows: Server 2008 {Sarvice Pack 1)

Privilege Level

[ %ichangs sattings for allusers. |

[ Aun this program a2 an admnistrator

[ o ) o

>

Right click on the icon

and select "Properties”

Return to the "Start" menu and run the
"SNAGO - logiciel analyse 5.6" program.

>

. Aovery Wizard (32-bit)
m AutoCAD LT 2013 - Frangais
'@ CorelDRAW X6
mergepdf - Raccourci
‘ EAGLES5.6.0

.ﬂ Bloc-notes

%\ Adobe Photoshop €52/

@ jpdfbookmarks - Racc

Aﬁx SNATD software
SHAEO

@ Adobe Photoshop Eles

(French) 3

Ouvrir
Exécuter en tant qu'administrateur

Epingler a la barre des tiches

Epingler au menu Démarrer

Supprimer de cette liste

!Aﬁ§ SNABD - Logiciel analys:
SHAEO.

Properties

»  Tousles programmes

‘ Rechercher les programmes et fichiers

5]

Go to "compatibility" menu, check "Run this program in compatibility mode for"
and select an appropiate option "Windows XP (Service Pack 3)".
Press OKto finish.

. Avery Wizard (32-bit)
m AutoCAD LT 2012 - Frangais (French)

@ CorelDRAW Xa
mergepdf - Raccourci
7

-
\ Adobe Photoshop €52

@ jpdfbookmarks - Raccourci

Aﬁx SMNATO software

Aduhe Photoshop Elements 6.0

annie

Documents

Images

Musique

Ordinateur

Panneau de configuration
Périphériques et imprimantes
Programmes par défaut

Aide et support

Il:‘ﬁx SMAGD - Logiciel analyse 5.6

Tm.rs les programmes

| Rechercher les programm
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This screen appears, the software is installed on your computer.

B/ Wiring:

Itis good practice to connect all equipments before to switch on.
The firsttime, connect SNAG0 to your computer using USB port. Use a USBA — USB B wire.

Note : - Itis possible to use a male / female RS232 wire (extension cable) to connect SNAG60 to your computer (serial port), or with

USB Amix USB 50 device
- Software is compatible with USB Amix USB 50 device.

USB A-B wire

Thefirsttime, do not forget to install USB drivers before using USB (drivers are available in the supplied CD rom).

Attention:

-In order to get data, the plexi hood and the connector mask, must be in place.
-SNAG60 hood must be closed during transfer.

Amix 4 SNAG60 analysis software



COM PORT SELECTION

Amix

At starting up after the introduction page, a window opens to choose the serial port.

&l Selection du Port de Communication

Sélection du port de communication

" Cohd CcoMz 7 conas 0 contd
O cos O cone F conn F comMie
C conias 0 condn) lcanad 8 coniz

O comds O comdd 8 comds. ) ComiE

Sélection de la Yersion de SHA B0
" Mersion 3.2 {+ Nersion 5.4

Toutes les versions sont compatibles avec adaptateur LISE Amix;

Cif Annuler

This is the port used to link the SNAGO. If no portis selected, obviously transfer to PC is impossible.
This window allows to choose the SNA 50-2 FIRMWARE version.

Attention : awrong FIRMWARE version will give problems during data transfer.

Remark:

= The configuration in use (com port, file opening mode) is displayed in software title bar.
= Ifthe PC provides only one com port, it is selected as default. If several ports are available, the user must define the one to

use.

= FIRMWARE 5.Xis selected as default.

SNAG60 analysis software



SOFTWARE USE

Using the software it is possible to carry several analysis.

= AMIX Analyser - SNA 60 - Version 5.6 | Port de com. : COM 1 | FirmWare SNA 60 : Version 5.X
Sélection Port

&l
Tableau Leq

Tableau Evénements

Tableau Paramétres

Analysis
window

Whatever analysis is used the following window opens :

% Sélection du type de données x|

—Selectionnaz le type de données pour le Graphigue Leg

Mouvelles Données (Transtert des
données du ShA B0)

" DErmieres darrees (tiisées

" Données saUvegardées

Ok | i Anniler

This window allows to choose between the 3 types of data for analysis.

Amix 6 SNAG60 analysis software



SOFTWARE USE (next)

Amix

1°) Data download :

This function downloads data in two steps :

= Firstfrom regulatorto PC.
= Then data sorting for further treatment.

Once the transfer starts, a windows shows transfer progression.

ok Transfert des données en co

Transmission en cours ..

Atterte de fin de transmizzion pour claszement...

Traitemert dez donnees en cours ...

Tratemert des données effectus & 00 %

During transfer SNA60 (V5.x) displays “PC
transmission in progress”, butolder version wont.

Should an error occur during transfer, an error message is displayed. See error message on page 13.
Atthe end of transfer, the required analysis window opens. (see different analysis functions page 8).

Attention: Do not forget to save your transferred data before shutting down your computer, or they will missing.

Click "Save as ..." and select the desired location to save your file.

2°) Lastuseddata:

The “last used data in memory” correspond to the last downloaded data, either downloaded, or from a recorded file. This option

does not require to download when changing analysis mode.

Remark : To use this function, it is necessary to download first or open a saved file. Once this mode is enabled it stays as default

when going to other analysis mode.

ok Sélection du bype de données:

—Selectionnez le type de données pour le Graphigue Leg

[Hauyeles Donnees, [ransier des
fonnees du Sk BE)

x|

{+ Dernigres données utilizées

" Donrées sauvensrdées

ik |

3°) Saveddata:

Allows to open a file previously saved on the PC. The file to be open, is .sna type. Other file without .sna extension wont be open

(such as saved fromSNA?70).

SNAG60 analysis software



DIFFERENT ANALYSIS MODES : ARRAYS

1°) ACOUSTIC PRESSURE ARRAY : LEQARRAY

This is the way to analyse acoustic pressures on 1 or 10mn between two dates, from 00h0O the first day to 23h59 the last day.
Using the same date as start and end provides analysis for one day only.

Attention! analysis start date <analysis end date.

ol Tableau des valeurs Leq.

Tableau des valeurs Leg 10 minutes du Lundi 08 Décembre 2004 au Yendredi 16 Septembre 2005 ;

T

&8 Paramétres du tableau Leq ) |
Sélectionner ez paramétres du tableau
—Dates de début & de fin de lanalyse -
Date de début : | wndi & décemors 2004 v
Date de fin: | vendredi 16 septembre 2005 LI
Annulet |
- x|

Skl B0 - Firmiiare Wersion ;5% - Numéro de Série : 00000012

Le

Wendredi 25 Mars

2005 de 19 h.45 8 19h.55 © Mveauleg10= EEEdEI.?_A_I

Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le

fardi
Mardi
ardi
tdardi
Mardi
Mardi
fdardi
fardi
Mardi
Mardi
fdardi
fardi
Mardi

29
29
29
29
29
29
29
29
29
29
29
29
29

Iars
Mars
Mars
hdars
Wars
Mars
hars
Iarz
Wars
Mars
hars
Iarz
Wars

2005
2005
2003
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005

de
de
de
de
de
de
de
de
de
de
de
de
de

09 h.
09 h.
09 h.
10h.
10 h.
10 h.
11 h.
11 h.
13h.
13h.
14 h.
14 h.
18 h.

12
22
23
12
28
38
0z
32
0z
33
]
11
a7

Ry R K TR« PR o | B« (ERE | P | PO | R | FR PN

09 h.
09 h.
10 h.
10 h.
10 h.
10 h.
11 h.
11 h.
13 h.
13 h.
14 h.
14 h.
19 h.

22
32
03
22
38
48
12
42
12
43
10
Pl
a7

© Miveauleg10=
o Miveau Leg 10 =
o Miveau Leg 10 =
- Miveau Leg 10 =
o MiveauLeg 10 =
o Miveau Leg 10 =
. Miveau Leg 10 =
. Miveau Leg 10 =
o MiveauLeg 10 =
o Miveau Leg 10 =
. Miveau Leg 10 =
. Miveau Leg 10 =
o Miveau Leg 10 =

94 dB.
94 db.
93 db.
85 db.
93 dB.
94 dB.
dd db.
72dB.
53 dB.
93 db.
93 dB.
g4 db.
94 dBb.

-

ahleau des valeurs Leq 1 minute du Lundi

06 Deécembre

2004 au Wendred 16 Septembre 2005

Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le

ardi
Mardi
fdardi
fardi
Mardi
Mardi
fdardi
fardi
Mardi
fdardi
flardi
Mardi
Mardi
fdardi
fardi

29
29
29
29
29
29
29
29
29
29
29
29
29
29
29

Wars
Mars
hars
Iarz
Wars
Mars
hars
Iarz
Wars
hars
dars
Mars
Wars
hars
Marz

2005
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005
2005

de
de
de
de
de
de
de
de
de
de
de
de
de
de
de

10 h.
10 h.
10h.
10h.
10h.
10h.
10h.
10h.
10 h.
10 h.
10h.
10h.
10 h.
10 h.
10 h.

6
a7
35
39
400
41
42
43
44
45
46
47
45
49
50

e e e e Ge S0 S0 00 G0e S g0 e S0 0 e

10 h.
10 h.
10h.
10 h.
10 h.
10 h.
10h.
10 h.
10 h.
10h.
10 h.
10 h.
10 h.
10 h.
10 h.

37
38
39
40
41
42
43
4
45
46
47
48
49
50
51

o Miveauleg 1 =
o Miveau Leg 1 =
. MiveaulLeg 1 =
o MiveaulLeg 1 =
o Miveauleg 1 =
o Miveau Leg 1 =
. MiveaulLeg 1 =
o MiveaulLeg 1 =
o Miveauleg 1 =
. MiveauLeg 1 =
© MiveauLeg 1 =
o Miveau Leg 1 =
o Miveauleg 1 =
;. Miveau Leg 1
. Miveau Ledg 1

94 dB.
94 dB.
94 dB.
94 dB.
94 dB.
94 db.
94 dB.
94 dB.
94 dB.
94 dB.
94 dB.
94 dB.
94 dB.
94 dB.
94 dB.

-

A

=

o)

A

.T.

Acoustic pressures on 10mn array
(Leq10)

Acoustic pressures on 1mn array
(Leq?)

Key to leave array

Key to print arrays

Key to define anew Leq arrays

Remarque : the selected picture shows a V5.x array. As the older versions do not provide 1mn analysis, the bottom array does not

Amix

exist.

8
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Amix

DIFFERENT ANALYSIS MODES : ARRAYS (next)

2°) EVENTS ANALYSISARRAY :

Same as for Leq analysis array.

% Paramétres du tableau d'événements

Date de debut :

Selectionnez les paramétres du tableau

Date de fin

—Dates de début & de fin de l'snalyze

| mardi 30 novembre 2004 ;'

| vendredi 16 septembre 2005 ;'

Annuler |

=4 Tableau des événements

Shia B0 - FirmAfare Yersion: 5 - Muméro de Série : 0000007 2

Tableau des evenements du 30 Movembre: 2004 au 16 Septembre 2005

Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le
Le

Yendredi
Yendredi
Vendredi
Yendredi
Yendredi
Yendredi
Vendredi
Yendredi
Yendredi
Yendredi
Vendredi
Yendredi
Yendredi
Yendredi
“endredi
Yendredi
Yendredi
“endredi
“endredi
Yendredi
Yendredi
“endredi
“endredi
Yendredi
Yendredi
“endredi
“endredi
Yendredi
Yendredi
“endredi
“endredi

23
25
25
23
23
25
25
23
23
25
25
23
23
25
25
23
23
25
25
23
23
25
25
23
23
25
25
23
23
25
25

Mars
Mars
Mats
Mars
Mars
Mars
Mats
Mars
Mars
Mars
Mats
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars
Mars

2003
2005
2005
2003
2003
2005
2005
2003
2003
2005
2005
2003
2003
2005
2003
2003
2003
2005
2003
2003
2003
2005
2003
2003
2003
2005
2003
2003
2003
2005
2003

e Qe e Qe e e O O @0 Ghe G- S0e S0 e e O e O G- O Ohe Ohe S0e O0e Qe e e O O G e

19 h.
19h.
19 h.
19 h.
19 h.
19h.
19 h.
19 h.
20h.
20h.
20h:
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.
20h.

41
41
41
41

1

ks
L
12
12
Ja
g
13
14
14
14
16
16
16
16

44
44
44
43
0z -
[k
04
|
05
Q55
0s
(1

Ouverture Capot.
Fermeture Capot,

Madification Paramétres.

Cuverture Fenétre.
Ouverture Capot.
Fermeture Capot,

Madification Paramétres.

Cuverture Fenétre,
Inttialization Systéme.
Cverture Fenétre.
Ouverture Capot.
Fermeture Capot.

Modification Parameétres.

Cverture Fenétre.
Intialization Systéme.
Cuverture Fenétre.
Ouverture Capot,
Fermeture Capot,

Modification Paramétres.

Cuverture Fenétre.
Ouverture Capot,
Intialization Systéme.
Cuverture Fenétre.
Ouverture Capot.
Fermeture Capot.

Modification Paramétres.

Cuverture Fenétre.
Ouverture Capot.
Fermeture Capot.

Modification Paramétres.

Cuverture Fenétre.

SNAG60 analysis software



DIFFERENT ANALYSIS MODES : ARRAYS (next)

Amix

3°) PARAMETERARRAY:

This function displays the equipment parameters and their modifications.

w% Parameétres du SHA 60

displays validity date of
parameters to display

Tahleau: des Parameétres du ShA BO;
Paramétres du Lundi 13 Octobre 2008 & 14: 34 au hMercredi30 Juin 2010 & 19:54

Paramétres Génsraux Paramétres d'Heures
“ersion Firmiare : “ersion 3.5 Heure Jour vers fui 22 Hrs.
MUmErD e Sétie 00033591 Heure Muit vers Jour 06 Hrz.

Paramétres de Mivesausx Paramétres de Courbe
Miveau Leg Jour 93 dB. Anakyze : Pondérée Type &,
Miveau Leg Muit ; 96 «B.
Mivesu Leg Jour Fengtre | 93 dB. Litilitaires de Gestion
Mivesu Leg Mut Fenétre © 98 dB. Fonctionnemert du Relais Mortn, Ferme,
Miveau Public : 100 oB. Coupure =i Defaut Capteur Activee,
Miveauy Capteur ; 100 dB. Etat e la Coupure Finalz ;- Activée

Lundi 13 Octobre 2008 & 14 34 LJ <
4

Combo box for date selection
(only on V5.x)

Key to leave

Key to print parameters

A“Combo box” (only V5.X) allows the user to choose in a list, the data of parameter to be studied. By default the date is the one of
the latest modifications made to the equipment.

10
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DIFFERENT ANALYSIS MODES : GRAPHS

Allows to draw level Leq1 and Leq10 graphs.
The following windows is used to choose the parameters for this analysis

=8 Parametres du graphique Leq

Paramétres des Graphigues des niveausx Leg

Jour de-début de lanalyse . Durée delanalyse
(o 1 Jour.
| 4 jun 2m2 LJ o i
[ 7 Jours,

Atterttion : L'analyse commencera a MIDI, le jour de début de I'analyse.

Ok ‘ Annuler

Start of analysis is the first day on the graph.
Attention : = this analysis starts the selected day at 12.00.
= Itis impossible to visualize the gauge from the day the equipment was installed for the first time.

There are 3 analysis duration:

» 1day: analysis fromfirstday 12.00 to nextday 12.00
» 3days: analysis from first day 12.00 to third day 12.00. This allow to cover a week end i.e. From Friday 12.00 to Monday
12.00

» 7 days: as before during seven days, covering a full week.

Zoom key for
Leq10 graph

Leq10
graph

<X Graphique des Releves de Niveaux de Pression Acoustigue

SMA B0 - Firmiare Versiof : 5.5 - Muméra de séris | 00035331 L 4+— Key for new g raph

Graphique Led du Dimanche 31 Janvied 2010412 k. au Lundi 1 Février 2010812 h.

Tablesu des valeurs des niveaux Leq sur 10 minutes.

B « Coupure 10 Secondes + Couplire Générals %
o] ‘s Leq 10 Le Dimanche 31 Janvier 2010 te 23h.42 & 23h. 52 : NiveauLey 10- 920D, ~
e Le Dimanche 31 Janvier 2010 te 23 k.52 4 00h. 02 : Miveauleg10= 928 :
10 4 Le Lunci 01 Février 2010 de 00h.02 4 00h. 12 © Nivesuleq10= 9548
105 4 Le Lundi 01 Féwrier 2010 de D0h.12 & O0h 22 : Nivesuleg10= 78dB — Leq10 array
100 4 Le Lundi 01 Féwier 2010 de D0h.22 & O0h. 32 @ Niveauleg10= 75d8
as 4 e Le Lundi 01 Féwrier 2010 de 00h.32 & O0h 42 : Niveauleg10= 90d8
a0 Le Lundi 01 Féyrier 2010 ce 00h.42 4 00h, 52 : Nivesu Leg10= 86 dB, o]
a5 4 Tehleau des événements de la période :
a0 4 Le Dimanche 31 Janvier 2010 & 22h.00 @ Ouverturs Fenétre ~
75
0 Le Lundi 01 Féwier 2010 & 00h.13 : Ouwerture Fenétre
f— " " Le Lundi 01 Féwier 2010 & D013 @ Ouverture Fendtrs
Ly IPiee e e dIstEmEn Le Lundi 07 Février 2010 & DOh. 43  Ouverturs Fenétrs <
S R O LA W f———+ ey Le Lundi 01 Féwrier 200 & 00h.50 : Ouverture Fendtre Event array
12 14 16 18 20 22 o 02 o4 08 03 10 12 Hrz Le Lundi 01 Féwrier 2010 & 01 h.12 : Coupure Générale.
3140142010 | 01/024 2010 Le Lundi 01 Féwier 2010 & 11h.53 : Ouveriure Capot ~
Graphigue des niveaux Leg sur 100 minutes. Niveau Leg1 0 Minimum = 72 dB Niveau Lee! O Meaximum = 95 dB.
o8 @ Miveau Leq? Minimum = 96 d8 Hivesu Leq Meximum =99 dBl
y
420 1 Leqt
15 =
10 A
105 <
100 <
a5 Aralyse : Pondérés Type &
:2 1 Tableau tes valewrs des riveaux Leg sur 1 minits
a0 A Le Dimanche 31 Janwvier 2010 de 23h.51 & 23h.52 : Nivesuleg 1= 96dB ~
75 1 Le Dimenche 31 Jarwier 2010 de 23h.52 4 23h.53 : Niveauleg1= 96 dB
@ , . Le Lundi 01 Féwrier 2010 ds DOh.0B & O0h 07 : Nivesulegl= 85dB <+— Leq1 array
65 -+ MNivesux Leq 1 enregistrés en cas de dépassement du nivesu de consigne I Le Lundi 01 Février 2010 de 00,07 4 D0h.08 : Nivesuleq1= 95 B
} } } t t } } } } } } } t Le Lunci 01 Février 2010 de 00h. 03 4 O0h 09 : Wivesulegd= 97 dB.
12 14 16 18 2 22 00 02 04 05 06 10 12 Hrg Le Lundi 01 Féwrier 2010 de 00h.03 & O0h 10 @ Nivesuleg1= 57 dB
3170142010 | 01022010 Le Lundi 01 Février 2010 de 00h.03 & O0h 10 : Nveaulegl= 96d8 ~

Graphigue des niveaux Leg sur 1 minute,

keq1 graph zoom key
keq1 graph
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DIFFERENT ANALYSIS MODES : GRAPHS (next)

» Leq10graph: Acoustic pressures on 10 mn is displayed in red, where the gauge is green (not to be exceeded). Even when
SNAis running, this curve may not be displayed, because only Leq10 levels over 70dB are recorded.

» Leqigraph: Acoustic pressures on 1 mnis displayed in red, where the gauge is green (notto be exceeded). Leq1 levels
are continuously computed, but saved only, if they equal or exceed the threshold level. This is why there are
only few values, or even no values (as in our case). This means that the audio level was not in excess,
because, even the measure on 1 mn, did not exceed the instruction.

» Leq 10 zoomkey : Theleq10 graph fills the window. Then further actions are possible.

= Printthe graph by pressing

= Come back to normal graph by pressing zoom @

= Itis possible to zoom a part of the graph. Click on the graph and using the mouse and keeping left key
pressed, draw a square on the part to be magnified.

Attention:

-there is a limit to the zoom. Asquare too small, or several zooms will drive to the limit
- Itis not possible to print the “square” magnified graph.
- pressing zoomkey (=) restore the graph from first zoom.

» Leq1zoomkey: Same asforLeq10buton 1 mngraph.

» Leq10array: This array is a summary of Leq levels. It is possible to visualize on the graph a particular value from the array.
Justclick the desire line in the array. Ablue arrow will point the value on the graph.

» Leq1array: Same asforLeq10.
» Eventarray: This array displays all the events during the selected run.
» New graph key : Comes back to the window, to define a new graph

Attention : Itis impossible to print the arrays in the graph window. To do this, come back to mode array analysis.
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SOFTWARE ERROR MESSAGE GUIDE

Amix

3 Error 01: Problem when starting data download.

= Check RS232 wire.

= Checkthe 2 hoods are closed.

= Check com port choice.

= Check for FIRMWARE selection (displayed at SNAG60 power on).

O Error02: Problem at end of data download.
= Checkfor RS232 wire disconnection.

= Close all running applications and re start download.

O Error 03: Problem when starting parameter download (Version 3.2)

= Checkasforerror01.

O Error 04: Problem at the end of parameters download (Version 3.2)

= Checkasforerror02.
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POSSIBLE EVENTS ON SNA (version 5.x)

Amix

System initialization
Equipment power supply cut
Hood opening

Hood Closing

Sensor link problem

End of sensor link problem

Sensor level problem

10s power cut

definitive power cut

End of definitive power cut
CAP60 standardization
Windows opening

Window closing

Settings Modification
Configuration Modification

Automatic time change

» event occurring during power on
» eventoccurring during power cut
» event occurring when opening one of the two hoods.

» event occurring when closing one of the two hoods

» event occurring when a default is detected on the sensor link (broken wire, disconnected

plug...)

» event when the sensor is coming back to normal

» eventoccurring when the sensor test level is different of the calibration one

(sensormasked...)

» occurs after the first overflow

» occurs after the third overflow in the same hour

» occurs after an equipment reset (reset is only possible by the installer)

» occurs when the standardisation is run (To be done at least once a year).

» occurs when a door or window is open.

» occurs when a door or window is closed.

» occurs when an internal parameter is modified.

» occurs when an historic or analysis filter is modified.

» occurs after an automatic time change of the equipment.
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